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3DM-GX5-10 SENSOR ORIGIN 

GX5-10 Sensor Origin

UNLESS OTHERWISE SPECIFIED 

ALL DIMENSIONS ARE IN INCHES.

TOLERANCES:(UOS):

.X = ± .02

.XX = ± .01

.XXX = ± .005

HOLE DIAMETERS: ± .002

ANGLES: ± 0.5°

SURFACE FINISH: 63 

MICROINCHES

MATERIAL:

LORD MicroStrain
459 HURRICANE LN. WILLISTON VT      802-862-6629

REV

 OXYZ9

3/17/14

 

 

 

REVISION HISTORY

REV AUTHOR DESCRIPTION DATE APPROVED

     

.59 [14.9]

.74 [18.7]

1.20 [30.5]

1.30 [32.9]

2X .13 [2X 3.2]

1.44 [36.6]

1.260 ±.005

[32.00 ±0.13]

.0795.0005 [2.0190.013]

(PRECISION ALIGNMENT HOLE

FOR OPTIONAL USE WITH 2mm

DOWEL PIN)

ALL DIMENSIONS ARE IN INCHES [mm]

ACTUAL DIMENSION

(SECONDARY ALIGNMENT

SLOT FOR OPTIONAL USE

WITH 2mm DOWEL PIN

.03 [.6]

.08 [2.0]

FULL RAD

1.42 [36.0]

1.30 [32.9]

1.44 [36.6].96 [24.4]

.44 [11.1]

.13 [3.2]

.84 [21.3]

.48 [12.2]

.18 [4.5]

SENSOR ORIGIN

SENSOR ORIGIN

ALL DIMENSIONS ARE IN INCHES [mm]


